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ELECTRICAL SCHEDULE

FIXTURE

SMEBOL DESCRIPTION

~ EXISTING DUPLEX GROUNDING ELECTRICAL OUTLET
—

EXISTING 2x4 CEILING LIGHT FIXTURE

RELOCATED 2x4 CEILING LIGHT FIXTURE
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ALL CONSTRUCTION AND INSTALLATION SHALL BE MADE | ': |)| | | | | |
ACCORDING TO CURRENT N.E.S.C. AND WAPA'S STANDARDS. } IVO' }
CONTRACTOR TO FOLLOW ALL APPLICABLE LOCAL AND } /' }
NATIONAL CODES. | ()' |
T E=- |
ALL WORK WILL BE INSPECTED BY WAPA. } (/ﬁ } /
DPNR INSPECTION IS NEEDED BEFORE CONNECTION IS | QI | ( 1
MADE TO WAPA'S SYSTEM. 1 !4 }
CONTRACTOR SHALL OBTAIN ALL NECESSARY PERMITS. } L1 } /
| @ZZZI | £
METER WILL BE AS CLOSE TO TRANSFORMER AS POSSIBLE. 1 D | i N
CONTRACTOR TO COORDINATE ALL WORK AND NOTIFY
WAPA FOR INSPECTION AT THE PROPER TIME.
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NOTES: ALL EXISTING ELECTRICAL SWITCHING TO REMAIN.

MAKE ELECTRICAL CONDUIT CONNECTION FROM
EXISTING MODULAR TRAILER TO EXISTING METER
BASE. CONNECT TRAILER POWER TO METER BASE
VIA 90 LINEAR FEET TRENCH; BURY CONDUIT 12"
DEEP WITH GRAVEL AND PLANT ELECTRICAL FLAGS
ABOVE IT ON THE GROUND SURFACE.

NS
&
D

AREA FOR ELECTRICAL ACCESS/
CONNECTION

AS-BUILT - PHOTOS 1| ELECTRICAL/ CEILING GRID - PLAN

NO SCALE 112" =1-0"

DEPARTMENT OF AGRICULTURE OFFICE MODULAR BUILD-OUT
PARCEL NO. 11

ST. THOMAS, U.S. VIRGIN ISLANDS ST. JOHN, U.S. VIRGIN ISLANDS

4 A
ELECTRICAL/ CEILING GRID PLAN S E1 ors



AutoCAD SHX Text
EXISTING LIGHTING/ EXHAUST FAN

AutoCAD SHX Text
1. 	ALL CONSTRUCTION AND INSTALLATION SHALL BE MADE ALL CONSTRUCTION AND INSTALLATION SHALL BE MADE   	ACCORDING TO CURRENT  N.E.S.C. AND WAPA'S STANDARDS. ACCORDING TO CURRENT  N.E.S.C. AND WAPA'S STANDARDS. 2.	CONTRACTOR TO FOLLOW ALL APPLICABLE LOCAL AND CONTRACTOR TO FOLLOW ALL APPLICABLE LOCAL AND   	NATIONAL CODES.  NATIONAL CODES.  3. 	ALL WORK WILL BE INSPECTED BY WAPA. ALL WORK WILL BE INSPECTED BY WAPA. 4. 	DPNR INSPECTION IS NEEDED BEFORE CONNECTION IS DPNR INSPECTION IS NEEDED BEFORE CONNECTION IS     MADE TO WAPA'S SYSTEM. 5. 	CONTRACTOR SHALL OBTAIN ALL NECESSARY PERMITS. CONTRACTOR SHALL OBTAIN ALL NECESSARY PERMITS. 6. 	METER WILL BE AS CLOSE TO TRANSFORMER AS POSSIBLE. METER WILL BE AS CLOSE TO TRANSFORMER AS POSSIBLE. 7. 	CONTRACTOR TO COORDINATE ALL WORK AND NOTIFY CONTRACTOR TO COORDINATE ALL WORK AND NOTIFY     WAPA FOR INSPECTION AT THE PROPER TIME. 

AutoCAD SHX Text
ELECTRICAL NOTES

AutoCAD SHX Text
FIXTURE SYMBOL

AutoCAD SHX Text
ELECTRICAL SCHEDULE

AutoCAD SHX Text
DESCRIPTION

AutoCAD SHX Text
EXISTING 2x4 CEILING LIGHT FIXTURE

AutoCAD SHX Text
EXISTING DUPLEX GROUNDING ELECTRICAL OUTLET

AutoCAD SHX Text
RELOCATED 2x4 CEILING LIGHT FIXTURE

AutoCAD SHX Text
NOTES:	ALL EXISTING ELECTRICAL SWITCHING TO REMAIN. ALL EXISTING ELECTRICAL SWITCHING TO REMAIN. MAKE ELECTRICAL CONDUIT CONNECTION FROM EXISTING MODULAR TRAILER TO EXISTING METER BASE. CONNECT TRAILER POWER TO METER BASE VIA 90 LINEAR FEET TRENCH; BURY CONDUIT 12" DEEP WITH GRAVEL AND PLANT ELECTRICAL FLAGS ABOVE IT ON THE GROUND SURFACE.    


MECHANICAL A/C LEGEND

EXISTING AIR DIFFUSER

RELOCATED AIR DIFFUSER
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MECHANICAL A/C NOTES

EXISTING LIGHTING /
HXHAUST FAN ]

2018 EDITON OF THE INTERNATIONAL MECHANICAL CODE

FABRICATE AND INSTALL ALL DUCTWORK IN ACCORDANCE TO ASHRAE AND
SMACNA HVAC DUCT CONSTRUCTION STANDARDS (METAL AND FLEXIBLE).

-
Il
N

DUCT SEALING SPECIFICATION AS PER ENERGY CODE
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SEALING ALL JOINTS BETWEEN FLEX AND METAL DUCT: }

—  COAT THE METAL CONNECTOR WITH AN ADHESIVE LAYER OF DUCT MASTIC |
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— SUDE THE INNER FLEX DUCT SLEEVE OVER THE MASTIC ONTO THE METAL
FITTING AND SECURE WITH A COMPRESSION BAND

— PULL THE FLEX DUCT INSULATION SLEEVE OVER THE INNER SLEEVE AND
METAL FITTING

|
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— PULL THE OUTER SLEEVE OVER THE INSULATION, COVERING AND TRAPPING
ALL INSULATION

|
|
—  SECURE THE OUTER SLEEVE WITH A COMPRESSION BAND. } 1 Nl
SUPPLY_ BOOTS: |
—  SEAL ALL JOINTS AND SEAMS OF SUPPLY BOOTS g |
—  SECURE ALL SIDES OF DUCT BOOT OPENINGS TO THE SURFACE THEY
PENETRATE 6— | EXISTING
A | /
* DUCT MASTIC, HVAC—RATE ALUMINUM TAPE, URETHANE CAULK AND SILICONE :
CAULK ARE ACCEPTABLE SEALANTS. MASTIC CAN BE APPLIED WITH A BRUSH, R - Al ] A C RETURN
PUTTY KNIFE, OR BY HAND BUT USE COTTON GLOVES TO AVOID SHEET METAL
CUTS.
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